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KEY USER BENEFITS:
• Economical for tasks requiring frequent glove changes 
• Polymer coated for easy on and off
• Color coding blue and clear options

FEATURES:
• Smooth
• Powder Free
• Latex Free
• Available Sizes: S-XL

by AMMEX
®

COLOR OPTION

IVBPF

3mil

Nail / BeautyJanitorial Paint IndustrialFood Service

Product Code: IVPF

Gloveworks® Industrial Clear Vinyl Gloves deliver affordable, effective 
safety and hygiene for lighter applications. These gloves are suited for 
frequent glove changes. Easy on and off with a looser, polymer-coated fit.   

Industrial Clear Vinyl Disposable Gloves
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Quantity 100 Gloves Per Box, 10 Boxes Per Case

S Box

S Case

M Box

M Case

L Box

L Case

XL Box

XL Case

QMS Audit Standards

Standard Compliance

AQL Level

Size 

Product Code IVPF44100IVPF42100 IVPF46100 IVPF48100

Box Barcode

Case Barcode

Minimum Tensile Strength

Minimum Ultimate Elongation

MPa 11 11
 

% 300 300

Regulatory and

Size 

Weight

Width 

Thickness

Cuff

Palm

Finger

Minimum Length mm 240

Maximum Powder Content mg/glove 2

Maximum Protein Content 2µg/dm N/A

±5 mm

±0.2 g

±1 mil / ±0.02 mm

Color Clear Usage Single Use

Material Vinyl Interior Powder Free

Grade Industrial Exterior Smooth

Shape Ambidextrous Process Polymer Coated

Cuff Beaded Latex Content Latex Free

Type Non-Sterile Sizes S-XL

Unit Small Medium Large X-Large Standard Method

Standard MethodBefore Aging After Aging

MediumSmall Large X-Large

GENERAL DESCRIPTION

PRODUCT QUALITY AND REGULATORY COMPLIANCE

PRODUCT CODE AND PACKAGING

PHYSICAL PROPERTIES

±1 mil / ±0.02 mm

±1 mil / ±0.02 mm

----

ASTM D6124

ASTM D5712

ASTM D412

ISO 9001:2015

California Proposition 65; REACH; FDA 21 CFR 175.300; FDA 21 CFR 177.1975


